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PR-15 
The PR-15 system is part of the Langley Pararapide range of resin-based, cold-applied liquid waterproofing systems. Pararapide  
is a two-component high performance PMMA (polymethyl methacrylate) system with a catalytic action ensuring a fast, controlled 
curing time even at very low temperatures.

The wet-on-wet application of components creates a total cure time of approximately three hours combined with a slip-inhibiting 
finish, makes this an ideal system for access walkways, stairways and balcony areas. The system carries a 15 year independently 
insured guarantee for both materials and workmanship.

When to Specify
This system is for refurbishment projects where a slip-inhibiting finish is required and existing systems are to be overlaid 
(avoiding costly strip-ups). Suitable for most common types of waterproofing including asphalt and bituminous membranes. 

PARARAPIDE SEALER COAT 1

PARARAPIDE QUARTZ 2

PARARAPIDE SL MORTAR 3

PARARAPIDE PRIMER 4

PR-15 System

Layer Weight*

1 Pararapide Sealer Coat 0.50 – 0.60kg/m²

2 Pararapide Quartz up to 3kg/m²

3 Pararapide Self-Levelling Mortar 4kg/m²

4 Pararapide Primer 0.20 – 0.50kg/m²

Total System Weight: 7.70 – 8.10kg/m²

* Liquid coating product measurements are nominal
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Advantages
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•	 Extremely robust, seamless and flexible.

•	 UV stable.

•	 Slip-inhibiting finish.

•	 �Details reinforced with polyester fleece.

•	 Permanently elastic.

•	 �Pararapide is a two-component high performance PMMA resin compound.

•	 Specialist application, on-site mixing required. 

•	 Quick to install wet-on-wet application.

•	 Rapid curing (typically 30 mins/coat).

•	 Curing is catalyst triggered, not temperature dependent.

•	 Full range of supporting products.

•	 Available in any RAL colour (minimum quantities apply).

•	 �The system carries a 15 year independently insured guarantee for materials, design, 

workmanship and consequential loss.

•	 �Installed by our national network of Langley Approved Contractors and installers, ensuring 

only the highest quality of installation is maintained.

•	 A full range of accessories/supporting products are included under a single  

comprehensive guarantee.

Durability

 
•	 Excellent point load resistance.

•	 Fire rating Broof (t4) BS EN 13501-5:2005.Resistance

•	 �Long-term solution, life expectancy in excess of 25 years.Life Span

Installation

Guarantee

•	 For users peace of mind, this system is supported by the full Langley package that includes: 

surveys, condition reports and proposals, specifications, site monitoring and reporting, 

technical and design advice and guarantee inspections, all at no additional cost.

 

 
Holistic
Package

The above information is issued in good faith and without warranty and is intended as a guide only. The information comprises typical data and does not constitute a specification.
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Proven
•	 Langley Pararapide products are covered by a BBA Agrément Certificate.

•	 The Langley PR-15 System meets NHBC Technical Standards Chapter 7.1 for roofs and 

balconies.


